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GOALS RECAP

• ANALYZE COBBS CREEK DRAINAGE TO 
 EXISTING FLOODPLAIN DOWNSTREAM OF 

 MEMORIAL DRIVE.

• IDENTIFY CAPITAL IMPROVEMENT AND 
 POLICY OPTIONS.

• REPORT TO CITIZENS, BOARD OF MAYOR AND 
 COMMISSIONERS AND STAFF.

2



WHEN YOU LEAVE TONIGHT

• YOU SHOULD UNDERSTAND THE EXISTING 
 DRAINAGE SITUATION IN FRONT OF YOUR 
 HOUSE

• YOU SHOULD BE AWARE OF WAYS THAT THE 
 CITY AND YOU CAN ADDRESS THE PROBLEM
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ANALYSIS

• THREE AREAS
– PHASE 1 AREA
– PIPE SYSTEM IMMEDIATELY DOWNSTREAM OF 

 PHASE 1 FROM POINT F TO WYNN DRIVE

– COBBS CREEK OPEN CHANNEL PUNCTUATED BY A 
 SERIES OF DRIVEWAY CULVERTS ALONG HESS 

 DRIVE
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ANALYSIS
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KENSINGTON RD PHASE 1 DRAINAGE AREA



ANALYSIS
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PIPE SYSTEM IMMEDIATELY DOWNSTREAM OF PHASE 1 FROM 

 
POINT F TO WYNN DRIVE



ANALYSIS
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COBBS CREEK OPEN CHANNEL PUNCTUATED BY A SERIES 

 
OF DRIVEWAY CULVERTS ALONG HESS DRIVE



ANALYSIS

• ANALYZED DRAINAGE WITH AND WITHOUT 
 PROPOSED PHASE  1 DETENTION

• USED HEC‐RAS (HYDRAULIC MODELING 
 SOFTWARE) TO DETERMINE PONDING DEPTH 

 IN COBBS CREEK CHANNEL WITH AND 
 WITHOUT CULVERTS AND WITH AND 

 WITHOUT THE PROPOSED PHASE 1 
 DETENTION
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RESULTS
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RESULTS
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RESULTS

• FLOWS ARE REDUCED BUT WHAT DOES THIS 
 MEAN?

• LOOKED AT PIPE SYSTEMS ‘G’
 

AND ‘I’, AND 
 CHANNEL ‘H’.
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PIPE SYSTEM ANALYSIS

• ANALYSIS INDICATES THAT SYSTEM ‘G’
 

IS 
 UNDERSIZED IN 25 YEAR STORM, BUT CAN BE 

 REPLACED WITH A LARGER SIZE THAT WILL 
 ACCOMMODATE THE 25‐YEAR STORM.
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PIPE SYSTEM ANALYSIS
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PIPE SYSTEM ANALYSIS

• CHANNEL ‘H’
 

WAS ANALYZED AND WILL 
 ACCOMMODATE THE 25‐YEAR STORM 

 WITHOUT OVERFLOWING, IF IMPROVEMENTS 
 ARE MADE TO PIPES UNDER WILTSHIRE

• SYSTEM ‘I’
 

AT WILTSIRE IS UNDERSIZED, BUT 
 CAN BE REPLACED TO ACCOMMODATE THE 

 25‐YEAR STORM
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PIPE SYSTEM ANALYSIS
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PIPE SYSTEM ANALYSIS
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RESULTS

• CONTINUED ANALYSIS DOWNSTREAM OF 
 WILTSHIRE USING HEC‐RAS TO DETERMINE 

 WATER SURFACE ELEVATIONS FOR 10, 50 AND 
 100‐YEAR STORMS.

• PLOTTED RESULTS ON A TOPOGRAPHIC MAP 
 TABULATED RESULTS IN A SPREADSHEET
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RESULTS
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RESULTS
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RESULTS
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RESULTS
• For Cobbs Creek channel, what is the best case scenario?  Best case would 

 be removal of channel constrictions (existing driveway culverts).
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RESULTS
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• How does the Proposed Detention Pond (from phase 1 study), affect the depth of 

 
water in front of my house? 



CIP RECOMMENDATIONS

• Install proposed detention pond from phase 1 
 study.  

• Replace phase 1 storm drain system and 
 phase 2 storm drain system north of Wiltshire

– Why? It benefits all of the properties 
 downstream, but especially those north of 

 Wiltshire (eliminates flooding from the 25‐year 
 storm event north of Wiltshire)

– Cannot replace storm drain without detention
• Why?  It shifts flooding problem downstream.
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CIP RECOMMENDATIONS

• Replace certain driveway culverts along Hess 
 Drive to prevent increases in water surface 

 elevations.
• Study feasibility of additional detention.  Basin J‐

 2 is a candidate for a detention pond. (38 acres, 
 has a location for a pond, drainage comes to 

 central point in the basin).
• Consider paving the channel.  We can tell you 

 where.
• Actively maintain the channel.
– Remove debris from channel and driveway culverts.
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POLICY RECOMMENDATIONS

• Everyone along Hess Drive should consider 
 purchasing Flood Insurance, if they don’t 

 already have it.  You will get the cheapest 
 rate.
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SUMMARY

• PIPES DOWNSTREAM TO WILTSHIRE ARE 
 UNDERSIZED, BUT CAN BE REPLACED WITH 

 ADEQUATELY SIZED CULVERTS
• CHANNEL UPSTREAM HAS ADEQUATE CAPACITY
• CHANNEL DOWNSTREAM IS ENCUMBERED WITH 

 DRIVEWAY CULVERTS THAT RESTRICT FLOW.
• CAPITAL IMPROVEMENTS WILL SOLVE DRAINAGE 

 PROBLEM NORTH OF WILTSHIRE, IMPROVE 
 FLOODING SITUATION IN MOST LOCATIONS 
 ALONG COBBS CREEK.
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QUESTIONS?
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